CEDAR SHINGLES, SHAKE OR
EQUAL FOR ROOF.

12"TYP.
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SLOPE TO MATCH STREET GRADE:

MAILBOX LOCATION WITH PLANTING STRIP

L FACE OF CURB.

MAXIMUM OVERHANG
4" EACH SIDE.

/\

4 BOXES MIN. — 10 MAX.
VARIATIONS SUBJECT TO
C|TY APPROVAL. M|N. 2_2"X6"
STRINGER BOLTED.

MIN. 4"X4” TREATED:
WOOD OR 4"X4"SQ.
TUBE COLUMN.

/ SEE DETAIL
N

\

Sk URTWTIA

i -

v

0” MIN.

\

COMPACTED BACK FILL-

1’—6" TYP. FOR ROLLED
OR STANDARD CURB.

&

4"X4" POST

PLANTING STRIP

| |HININNININ NI NI
PLANTING STRIP LTI IO IO O T
T T T I 0T
T I
/—"TT—“ JITT T ITT I ITT O ITTY
y
MAILBOX CURBING

STREET

7L !

1/2" I

I

I SIDEWALK

COMPACTED BACK FILL
8" PVC SLEEVE
18" MIN. LENGTH

SLEEVE DETAIL

MAILBOX LOCATION WITH NO PLANTING STRIP

/\IOTES:

1. MAILBOX MUST BE TYPE "APPROVED BY THE POSTMASTER GENERAL”
WITH A UNIFORM BOX STYLE AND METHOD OF ADDRESS
IDENTIFICATION PER EACH STANDARD.

2. LOCATION IS SUBJECT TO APPROVAL BY CITY FOR PROTECTION
OF VIEWS, ACCESS, AND UTILITIES.

3. THE SKETCH DEPICTS A MINIMUM STRUCTURAL AND DIMENSIONAL
STANDARD. INNOVATIVE DESIGNS MEETING THE MINIMUM
DIMENSIONAL AND STRUCTURAL REQUIREMENTS ARE ACCEPTABLE.

4. DO NOT PLACE MAIL BOX OVER CITY UTILITIES.

5. FRONT LOAD PEDESTAL MAILBOXES APROVED BY UNITED STATES
POSTAL SERVICE (USPS) AREAN ACCEPTABLE REPLACEMENT FOR
THIS MAILBOX STANDARD.

DOUBLE MAILBOX STANDARD

NO SCALE
STANDARD DETAILS
APPROVED: RICHARD H. BARTHOL (},\« o ,%\%
REV. DATE: APRIL 1, 2000 £ E DOUBLE MAILBOX STANDARD
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